
 

AvCarb® Soft Graphite Felt 
 

for Thermal Applications  
 

 

Moving Energy with Carbon 
 
 
 
 
 
 
 
 
 
 
 
 

AvCarb® G series PAN-based soft graphite felts are effective insulating materials for 
application temperatures up to 2000oC in inert or vacuum atmosphere. 

 

Typical Material Characteristics   

Property Units G100 G200 G300 
     

     

Thickness in (mm) 1/8 (3.2) 1/4 (6.5) 1/2 (12.5) 
     

Areal Weight g/m2 245 480 950 
     

Width in (mm) 32 (810) 32 (810) 32 (810) 
     

Length ft (m) 210 (64) 105 (32) 52 (16) 
     

Ash Content % <0.2 <0.2 <0.2 
     

 
 

Thermal Conductivity of Carbon Felt 
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Temperature (degrees C)  
 

 
 

Contact Us to Discuss Your Application Requirements 
 
 

Fuel Cell Earth 10 Draper St. Unit 32 The technical information, recommendations and other statements contained in this document are based upon tests or experience that AvCarb believes 
 

www.fuelcellearth.com 
Woburn, MA 01801USA 

are reliable. The accuracy or completeness of such information is not guaranteed. Factors beyond AvCarb’s control, and unique ly within user’s knowledge 
 

and control, can affect the use and performance of an AvCarb product in a particular application. The user is solely responsible for evaluating the AvCarb  
 

(+1) 617-532-0582 product and determining fitness for a particular purpose and suitability for the user’s application 
 

 
 

   
  


